
ISO 9001:2000 registered. Established in 1988.

Building: Modern two-story facility
with 12,000 sq. ft. manufacturing and 2500
sq. ft. office.  It is expandable to 17,500 sq.ft.

Process Equipment: Many of them
are custom
designed and/
or modified
for our specific
requirement.

Our manufacturing furnaces are all hydrogen,
vacuum and other inert gas atmosphere
controlled furnaces. Induction furnace is what
we use for a localized area brazing so that

other areas of
the component
piece will not
be heat exposed.
The maximum
temperature

our furnace can reach is 2,000C in either
vacuum or a controlled atmosphere.

Continuous belt furnace is the we use for
high volume products.

Both high temperature metallization and
brazing are our daily activity.  Glass to metal
seal is another technology we have and
there are two separate operation facilities.
One is here in the US facility and the
second one is in China. While we primarily
process the domestic orders in the
Santa Ana facility, we process the
overseas orders in Jilin, China facility.

We process the commercial domestic
customers’ orders in our Jilin facility
as long as the volume is high enough
to process in the Jilin facility.

Thin film: Our PVD Division has full line
of vapor deposition facility. It includes
several sputtering systems, vacuum
evaporator and associated instrumentations.
The instrument in the Division includes
surface profilometer, SEM, metallurgical
microscope, spectrophotometer, surface
roughness gage, etc.

Thick film: The major equipment is screen
printer but we use others such as spray,
dipping, brushing, etc.
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Ceramic fabrication: We will mold
high volume ceramics and the molded
ceramics will be mostly cost effective. Our
typical volume is several million pieces of
ceramics molded (with some post grinding)
per year.The largest order was one million
pieces per month. We have experienced
monthly rate of 200,000 - 500,000
and carrying out a few different orders
with similar requirements per month.

Our machining center offers all the
requirement of precision grinding,
lapping and polishing.

Plating: Plating
c a p a b i l i t y
supports all the
plating, stripping,
electro polishing
and passivation
needs in house.

Metal fabrication: Over the years, we
established a 100% captive machine shop
that has all the CNC lathes, milling machines,
EDM, etc. We subcontract high volume metal
fabrication to local qualified machine shops.

Research facility:  In order to meet the
requirement in challenging jobs and R & D
contracts, we have microstructure analysis,
FEA, optical properties analysis; we have all
the software and instrumentations. We also
have a contract with University of California,

Irvine, CA for 24-hour access in their
microenigneering laboratories for various
testing instruments and processing
e q u i p m e n t .
We process
photolithographic
work in the UCI
clean room wet
chemistry lab.

QA:  IJ  Research, Inc. is a ISO 9001:2000
certified company for our service
and products. It includes manufacturing,
design and research and development.
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